P LA JOINT OPENING | .
STEEL RETAINER - ]
WO\FSKING POINTS o o ok | ome A MITER LIN e CURB LINE
(TYP) )— 77—\ —=—{=~TOP OF DECK -- EDGE EXTRUSION
773 575 DIA. X 8 CONC. ANCHOR STUD e I-0* 0.C. 9 £.45 CENTER BEAM
z\.L / (STAGGERED WITH BENT STUD ‘@ 6" 0.C.) START 10 g-gg 45°-00’
] ) 7 1|/ SPACiNG OFDFIRST STRAIGHT STUD 3* FROM MITER LINE. gg 2.30 CDGE EXTRUSION
1 / “\ | : / [ CENTER BEAM
53 45°-00" 40 2.15 1
8 A : 50 2.08
QEXERENE (TYP.) =5 T N\—SHOP MITER & WELD
54" DIA. X 8" BENT CONC. 85 | |
ANCHOR STUD e I’-0" O.C. _gg :_.8,7 CURB DETAIL
100 .70
SECTION X-X 110 .62
120 .55
NO. LENGTH | NO. |7 B C D
Y
OF | MARK BARS
LOCAT I DN 1.0C. FT.|IN.|REQ'D. PE AG FT. IN. | FT. IN. | FT. IN. |
BENT | | |
405 5- 3] 211 |25 |414] 0- 3 2~ 0
406A| 29- 0 b |
406B| 24- 6 121 |
406C| 27- 51 12| | o
NOTES
406D| 19- 8 2 I
. CARE SHALL BE EXERCISED IN REMOVAL OF EXISTING CONCRETE TO MAKE
206l 31- ol &l | CUTS ~ VERTICAL AND TO RETAIN EXISTING REINFORCEMENT. ANY EXISTING
REINFORCEMENT STEEL DAMAGED DURING REMOVAL SHALL BE REPLACED
BY THE CONTRACTOR AT NO ADDITIONAL COST.
400F| 32- 0 6 |
800A| 6-10f 24 I
800B| 9- 6| 24 |
800C| I1- 3| 24 I
800D| 10- 3| 16 | 20", 10",
2-206 FOR STRIP SEAL DETAI,
800E 9- 6 16 | oL SEE SECTION X-X
EXIST. CK NF, N * SEE EXP. JT.
800F| 12- 1| 12| | ek B ™ DETAILS
" SAWCUT |
—
y ?QI 7
BENT 5 T 11T T T 1 |l V 8 h
© 2"Cley A7 \-APPROACH
405 | 5-3| 211 |25 a4l 0-9 | 2-0 A 22771 vm SLAB
% 2-800 — | — T a05—H || 4-406
406A| 29- 6| 6| | VANATS :
3 SDES|[C ! EXISTING
406B| 24- 6| 12| | v g VERTICAL
- BARS TO
406C| 27- 5 12 I % 2-800 REMAIN
e A I OO,
406E| 32- 0| 6| | [ '-0” INTERIOR BEAMS
~— FOR #8 BARS.
406F | 34- 0 6 |
DENQTES CONCRETE
800A| 6-11| 24| | SECTION A-A L TO BE REMOVED
800B| 9- 6| 24| | (BENTS | & 5)
800C| I1- 3| @24 I
800D{ 10- 3 I6 I
800E| 9-1l 16| |
800F| 12- S 121 |1

< WEB

i
™ N |
i

o~ N

%n
.
/4" R.
[ 2%
C i EPOXY
\\\ ADHESIVE

STATE PROJECT NUMBER

SHEET TOTAL
RO, SHEETS

GA. |NHS-M002-00

(136) CT 1} 32 | 5I

% SEAL AS PER GEORGIA DOT
SPECIFICATIONS SECTION 443.2.D.
SEAL SHALL BE 2"(H)BY 1"

WIDE PRIOR TO INSTALLATION.

FILLER MATERIAL IN ACCORDANCE WITH
SUB-SECTION 833.2.010F THE GEORGIA
DOT SPECIFICATIONS, HOLD IN PLACE

WITH 104 GALV. NAILS.

APPROACH SLAB JOINT DETAILS

(BENTS & 5)

NOTE: COST FOR SUPPLYING AND INSTALLING

SLEEVE AND BOLT TO BE INCLUDED IN

PRICE BID FOR REINFORCING STEEL.

" I
— I+| THREADED SLEEVE, (A-709, GR. 36)
/ 3"“6" 4
I L3N,
| 9" MAX.
A}

EDGE BEAM BAR LAP DETAIL

/-—— /" ® SWEDGED BOLT, (A-709; GR.36)

BRIDGE NO. 3

(770) 952-1022

J.B. TRIMBLE, INC.

6445 Powers Ferry Rd.
Atlanta GA 30339

DATE

GEORGIA

DEPARTMENT OF TRANSPORTATION

OPERATIONS DIVISION-OFFICE OF MAINTENANCE

JOI
DEKALB COUNTY

REVISIONS

NT DETAILS

DISTRICT 7 BRIDGE REPAIR (DECK REHABILITATION)
I-285 OVER S.R. ll
(PEACHTREE INDUSTRAIL BLVD.)

NHS-M002-00 (136)

SCALE: NGO SCALE U.N.O.

APRIL 2004

BRIDGE SHEET
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